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~; UNLESS OTHERWISE SPECIFIED 

1. MATERIAL NYLON 6/6 101L 

2. THIS INOPERATIVE RING IS CAPABLE OF BEING INSTi\LL.ED AND REMOVED FREE HANDED. 

REMOVAL OF THIS RING WILL NOT DAMAGE THE CIRCUIT BREAKER OR PANEL 

3. COLOR FOR RING: SEE T.-.G COLOR COLUMN IN TAB BLOCK ON PG. 2 

& COLOR OF STICKER IS NEON YEI..LOW WITH RED WRffiNG: ·REMOVE BEFORE FUGHr 

& COLOR OF STICKER IS NEON YEI..LOW WITH RED WRITING: iNOP 00 NOT OPERATE' 

& COLOR OF OF STICKER IS NEON YEI..LOW WITH RED WRffiNG: "INOP MEL" 

eA8L..t10. 
PE7014-I 

PE7014-2 

PE701◄-3 

PE70!◄-◄ 

P£701◄-S 

PE7014-SA 

PE7014-6 

PE7014- 7 

PE7014-B 

PE7DU- 9 

PE7014-ID 

PE7014- II 

PE7014-12 

PE7014- 13 

P£7014-14 

PE7014-IS 

CD C.B. RING/T,t,G HAS NO STICKER OR CUSTOM TAG STICKER INFORMATION TO BE PROVIDED BY CUSTOMER. 

IF CUSTOM T.-.G IS l/SED THE PART NUMBER WILL BE FOLLOWED WITH AN •s• EX: PE70H-6S. 

PAC □~~ 
PLASTICS &ENGINEERING INC. 

ISOMETRIC VIEW 

FAA "MAINTENANCE SUPPORT HARDWARE" 
BOEING SWPM SECTION 20- 00- 10 TABLE 1 

IA!; ~QLQB 
GREEN 

GREEN 

GREEN 

NEON YELLOIJ 

NEON YELLOIJ 

NEON YELLOIJ 

NEON YELLOIJ 

BRIGHT RED 

BRIGHT RED 

BRIGHT RED 

NEON ORANGE 

NEON ORANGE 

NEON ORANGE 

NEON BLUE 

NEON BLUE 

NEON BLUE 

SllCts:E8 IllEC8C6IIIJtj 

& 'REMOVE BEFORE FLIGHT. 

& ·1NOP 00 NOT OPERATE" 

i'z'IBLANK or -STICKER I NFORMATION TO BE PROVIOEO BY CUSTOMER" 

& !a:MOVE BEFORE FLIGHT• 

& 1NCf' 00 NOT OPERATE" 

& 1NCf' MEL" 

{nBLAtt< or -STICKER INFORMATION TO BE PROVIDED BY CUSTOMER" 

& !a:MOVE BEFORE FLIGHT · 

~ 1NCP DD MDT OPERATE" 

& BLAtt< or -STICKER JNFORMA TION TO BE PROV JOE□ BY CUSTOMER· 

l1) !a:MOVE BEFORE FLIGHT· 

& 1MCP DD MDT OPERATE· 

& BLAtt< or -STICKER JNFORMA T!ON TO BE PROVIOEO BY CUSTOMER' 

l1) !a:MDVE BEFORE FLIGHT · 

& 1NCf' 00 NOT OPERATE' 

lZ) BLAtt< or 'STICKER INFORMATION TO BE PROVIDED BY CUSTOMER" 

CIRCUIT 
LOCKOUT 

BREAKER 
& LABEL 

B540 DICE R OAD SANT A FE SPRINGS, CA 90670 USA 

PHONE (562)698-091 6 WWW.PAC□PLASTICS.COM 
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