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L OF PERFORMANCE CHARACTERISTICS
MOUNT ING KEY J J N
DETAIL PERFORMANCE PER MIL-C-5809
5 AMP RATING SHOWN OVERLOAD CYCLING === === —————————————— 100 CYCLES AT 2007 RATING
=X STABILIZING PADS VIBRATION ——————————mm e 10 G'S MINIMUM 50-500 HZ
COLOR DPTIONAL MECHANICAL SHOCK —=—————————m oo —— 50 G'S
ACCELERATION —— e 10 G'S
SAND AND DUST ——mmm e 12 HOURS
CORROSTION === SALT SPRAY S0 HOURS
HUMIDITY == m e 10 DAYS
EXPLOSION PROOF —————mmmmm e WHILE INTERRUPTING RUPTURE CURRENTS
FNDURANCE:
BREAKER IN OPEN POSITION 120 VAC 400 HZ INDUCTIVE 2500 CYCLES
400 HZ RESISTIVE S000 CYCLES
BREAKER IN CLOSED POSITION MECHANICAL NO LOAD 5000 CYCLES
400 ( j X SINGLE % OR THREE PHASE CALIBRATION: 2 AMP THRU 20 AMP
? 390 MIN. ULT. TRIP MAX. ULT. TRIP 200% 500% 1000%
+25°C, +77°F 110% RATING 145% RATING 4-20 SEC. 40-2.0 SEC. 10-53 SEC.
-55°C, -65°F 110% RATING 165% RATING 6-40 SEC. 55-3.5 SEC. 15-.80 SEC.
( ( ) +71°C, +160°F 100% RATING 145% RATING 3-20 SEC. 33-1.7 SEC. 08-.40 SEC.
BLACK
N, Lo RUPTURE:
MAY 2 AMP THRU 20 AMP 120 VAC, 400 HZ 2000 AMPS
7/16-32UNS-2A :
- MAXIMUM OPERATING FORCES
[
@%E#EEG@%T N &7 PULL OUT —mmm e e 12 LBS., MAX, (534 N
LAk R i T .. . i EBBL. 12 LBS., MAX, (534 N
LOCKWASHER 281 ‘
ZF Q o Q X [P CUSTDMEQ\O O WEIGHT: 65.0 GRAMS MAX. (143 LBSD
L PART NI, ‘
055 =5 (PER TABLEY \5 - VOLTAGE DROP:
040 @2 ° %9 2 AMP mm 0.70 VOLTS MAX,
Reg  ~ 1.381 v W 2.5 AMP — o 050 VOLTS MAX,
- 1.319 @ @ =R Y 3 AMP ——m 0.40 VOLTS MAX,
=) ] | o 4 AMP m o 037 VOLTS MAX.
S / Sl T OAMP 0.35 VOLTS MAX.
O 3 Ag Be Ce DATE CODE O O 75 AMP mm o 192 VOLTS MAX.
, 10 AMP mm e 176 VOLTS MAX.
(SEE NOTE 4>
AN
LINE 7 15 AMP — 176 VOLTS MAX.
TERMINAL . 20 AMP — 176 VOLTS MAX.
z .
L OCKWASHER
MS35338-137 J W
SENSATA PART NI, SINGLE PHASE MAXIMUM ULTIMATE TRIP VALUES APPLY WITH OTHER TwWO PHASES
- 55 (6TC37-5 SHOWND CARRYING 1007 OF RATED CURRENT
MS51957-41 47¢ . - 093 -
= 437 A NOTES:
219 1, EPOXY SURFACES ARE NON-DIMENSIONED, ENVELDOPE DRAWING DIMENSIONS DO NOT APPLY
TO THESE PROJECTED EPOXY SURFACES.
gg}a — = 2. TERMINAL AND MOUNTING HARDWARE MAY BE PACKAGED RATHER THAN INSTALLED.
‘ 3, COUNTRY OF DRIGIN IS SHOWN FOR ILLUSTRATION PURPOSES ONLY. COUNTRY OF ORGIN
TO BE IDENTIFIED AS REQUIRED.
= 4, DATE CODE PER 10588-285.
Al Bl C1 S, ALL MARKINGS TO BE MADE IN APPROXIMATE POSITIONS SHOWN WITH BLACK INK PER 12506-70,
3/32 HIGH CHARACTERS.
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M ¥ FOR REFERENCE ONLY, CHECK LATEST REVISION BEFORE USE. .
s SENSATA PART NO CUSTOMER PART ND. PARTS MADE TO THIS PRINT MUST CONFORM TO E9898 REV. E %R R g blEASANT STREET
K\ i : DRAWN SENSATA TECHNOLOGIES PROPRIETARY AND 50 BOX 2964
+ + cTC3/-20 MS14154-20L CONFIDENTIAL. NEITHER THIS PRINT NOR THE S@@S@ﬁ@ e
J s C FLEURANT INFORMATION CONTAINED HEREON IS TO BE USED - ATTLEBORO, MA 02703
= 6TC37-15 MS14154-15L AGAINST THE INTERESTS OF SENSATA TECHNOLOGES | Uechnologies
i cTC37-10 MS 14154101 DATE 06-APR-1994 | 0r AGAINST THE INTERESTS OF ANY OF ITS AFFILIATED
= ! ENGINEER COMPANIES OR WHOLLY OWNED SUBSIDIARIES. TTLE
098 6TC37-7 1/2 MS14154-7-1/2L INTERPRET DIMENSIONING AND TOLERANCING ‘
088 — 1~ S90 T 141545 Jo FOWLER PER ASME Y14.5-2009, UNLESS DTHERWISE CART NDGTCS/
7/16 UNS-2B ‘580 DATE 06-APR-1994 SPECIFIED DIMENSIONS ARE IN INCHES. AMBIENT COMPENSATED CIRCUIT BREAKER
DECIMALS ANGLES FNVELOPE DRAWING
DETAIL A DETAIL "B” 6TC3/-3 MS14154-31L
A LOCKWASHER - = SIZE [DWG NO. REV.
VOUNTING NUT LG ASHES 6TC37-2 1/2 MS14154—2-1/2L DATE
BLACK FINISH 6TC37-2 MS14154-2L APPROVED 0O NOT C 6T( :37 L
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