ZONE [REV. REVISION DESCRIPTION ECN NO. DATE
C1 | AK ["120 VAC —— 400 HZ INDUCTIVE —— 2500 CYCLES”WAS "120 VAC —— | EC0-132567 | 08-JUN-2016
400 HZ RESISTIVE —— 5000 CYCLES”; DT
=780 MAX. —=— 3 AMP RATING SHOWN
? PERFORMANCE CHARACTERISTICS (DETAIL PERFORMANCE PER MIL—C—5809)
] 593
931 OVERLOAD CYCLING —————————~ 100 CYCLES AT 200% RATING
SINUSOIDAL VIBRATION ———————— 10 G'S MINIMUM 50-500 HZ
MECHANICAL SHOCK —————————~— 50 G'S AT 11.0 MILLISECOND DURATION
ACCELERATION ————————————— 10 G'S MINIMUM
SAND AND DUST ———————————— 12 HOURS
CORROSION —————————— e —— SALT SPRAY 48 HOURS
HUMIDITY —————————— 10 DAYS
EXPLOSION PROOF ——————————— WHILE INTERRUPTING RUPTURE CURRENTS
MAXIMUM OPERATING ALTITUDE: 80,000 FT. (24,384 M)
BREAKER IN OPEN POSITION
WEIGHT:  33.0 GRAMS MAX.
BREAKER IN CLOSED POSITION
45 BLACK MAXIMUM OPERATING FORCES:
7482 PULL OUT ————— 5 LBS. MAX. (22.2 N)
15 - 15,/32—32NS—2A RESET ———————— 5 LBS. MAX. (22.2 N)
275 .085 !
235y
MOUNTING NuT ~ WHITE i; 500 ENDURANCE:
& ( ) MS25082—C21 460 120 VAC —————————— 400 HZ INDUCTIVE ——————~— 2500 CYCLES
I 175 120 VAC —————————— 400 HZ RESISTIVE ——————— 5000 CYCLES
| L L ) T —— ey e 01
BLACK ——_—  30WC -——————————————— RESISTIVE ——————-
———— LOCKWASHER — = NO LOAD ———————— e MECHANICAL —————— 5000 CYCLES
250 ———— MS35333—136B — =
235 QZ
& = | 9\ = I CALIBRATION:
@ @ KEYWAY WASHER J | AMBIENT TEMP. HOLD TRIP 200% 500% 1000%
MS25081—C4 N
+25'C (+77'F) 115% RATING 150% RATING 2-20 SEC.  .16-2 SEC. .046—.8 SEC.
3 = L 9OhE BART NG ~55'C (~67'F) 135% RATING 180% RATNG ~  ————————m— ————————
=0 22 N PER TABLE +71°C (+160°F) 90% RATING 130% RATING ~  —————————— ————————
© oo g USING
R 2 2 NS+
= 6< o - <o L
1.722 SUERE DATE CODE [YY-WK] —— XN 1.481
1.692 £27 0 2 -y 1.419 SART NO US PART NO AMP MAXIMUM CURRENT INTERRUPTING CAPACITY
e ' ‘ RATING VOLTAGE DROP 120 VAC, 400 HZ 28 VDC
1 7274-11-1/2 MS 22073-1/2 1/2 2.00 UNLIMITED UNLIMITED
mz—r 7274-11-3/4 MS 22073-3/4 3/4 1.45 UNLIMITED UNLIMITED
@ @Z [l 7274—11—1 MS 22073—1 1 1.10 UNLIMITED UNLIMITED
%
. 7274-11-1 1/2 MS 22073-1-1/2 11/2 0.75 UNLIMITED UNLIMITED
2 7274-11-2 MS 22073-2 2 0.75 800 AMPS UNLIMITED
LINE TERMINAL 7274-11-2 1/2 MS 22073-2-1/2 21/2 0.70 800 AMPS UNLIMITED
7274-11-3 MS 22073-3 3 0.55 800 AMPS UNLIMITED
LOCKWASHER MS35338—137 7274-11-4 MS 22073-4 4 0.45 800 AMPS UNLIMITED
7274-11-5 MS 22073-5 5 0.35 800 AMPS UNLIMITED
—— 7274-11-7 1/2 MS 22073-7-1/2 71/2 0.30 500 AMPS 2000 AMPS
SOREW MS51957—41 b 7274-11-10 MS 22073-10 10 0.28 500 AMPS 2000 AMPS
734 _ 7274-11-15 15 0.25 500 AMPS 800 AMPS
' 7274-11-20 20 0.25 500 AMPS 800 AMPS
7274-11-25 25 0.25 500 AMPS 800 AMPS

NOTES:

1.

ALL MOUNTING HARDWARE HAS A DULL BLACK FINISH.

2. CIRCUIT BREAKERS ARE SUITABLE FOR MOUNTING IN A 1/8” THICK PANEL OR LESS.

FOR REFERENCE ONLY, CHECK LATEST REVISION BEFORE USE.

PARTS MADE TO THIS PRINT MUST CONFORM TO E9898 REV. E
SENSATA TECHNOLOCIES PROPRIETARY AND

G @ 08 <1 Q 8 (o]
§ 't 8 529 PLEASANT STREET

_ DRAWN P.0. BOX 2964
3. EESFEYCT?E%REISA\SXEYS SGRREAQI?SN DIMENSIONED, ENVELOPE DIMENSIONS DO NOT APPLY TO THESE TOM DAIL ‘NFCOORNMF/LDT‘EQNT\ACLONNT%TNHEEDRHTEH%EOiR\gTTgogETUgED S@ﬂ@@t@ ATTLEBORO, MA 02703
: DATE  30—MAY—1990 | ACANST THE INTERESTS OF SENSATA TECHNOLOGES Tedtinologise
4. 1/2 THRU 10 AMP CIRCUIT BREAKERS ARE QUALIFIED TO MS 22073. ENGINEER O A EOMPANIES OR iDL OWNED SUBSIDIARES. - e
INTERPRET DIMENSIONING AND TOLERANCING
S. DATE CODE PER 10588—285. K.B. GASSER PER ASME Y14.5-2009. UNLESS OTHERWISE 7274-11 STYLE CIRCUIT BREAKER
DATE 26—JUN—-1992 SPECIFIED DIMENSIONS ARE IN INCHES. PUSH-=PULL. TRIP FREE
TOLERANCES '
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